
Plus: water plantain, water stargrass, arrow leaf, water lily, coontail (hornwort), hydrilla, and more.

The Aquascreen® bottom barrier: the environment-friendly solution
  to control aquatic plant growth

 Main weeds controlled

The Aquascreen® bottom barrier from Traitements 
Bio-Bac Inc. lets you control aquatic plant growth in 
the following locations:

• public and private beaches and resort areas, 

• shorelines and riverbanks, 

• marinas,

• ornamental ponds and artificial lakes, 

• landing areas and docks,

• golf course ponds,

• and so on.

This revolutionary, environmentally sound solution 
is easy to install and gives results within 21 to 40 days 
when covering water plants. When installed in early 
spring, the Aquascreen® gives instant results!

No more muddy beaches, algae-clogged marinas, weed-
infested artificial pools ! In swimming areas, Aquascreen® 
is soft underfoot, while eliminating the annoyances of mud 
and aquatic plants.

Advantages
1  Ecological and safe

2  No special tools required

3  Very tough and long-lasting

4  Light and easy to install

5  Allows for gas exchange between water and sediments

6  No significant production of plant fragments occurs 
during application; no spoils disposal required

7  Barrier installation generally not inhibited by 
substrate conditions

How does it work?
Aquascreen® applications work by compressing the 
aquatic weeds into a stressed configuration and screening 
out 50% to 60% of sunlight.

The principle is so simple it's obvious: the mesh is fine 
enough to prevent weeds from growing but coarse enough 
to allow for gas exchange and microorganism movement 
between sediment and water, thus allowing life to be 
maintained in the sediment. Natural bacterial decomposition 
then takes place, but the net allows gas to escape, preventing 
new weed growth without risk for health or environment.

Technical data 
Weave:
Woven fiberglass filaments with monolithic PVC coating 
(PVC molded right into the mesh)

Color:
Grey 

Bursting strength:
Can support: 1970 kg/m2 (or 2,8 psi)

Standard packaging:
7 ft. x 100 ft. roll

Lifespan:
5 to 8 years

Resistance:
• UV-resistant
• Withstands lateral deformation

Possible handling:
Can be cut with scissors and sewn; snap fasteners can be used. 

To order the Aquascreen® bottom barrier, 
please contact us.
4440, rue Maréchal, Rock Forest (Québec)  Canada J1N 1P6
Telephone: (819) 564-8911 • Fax: (819) 564-2485
E-mail: info@biobac.qc.ca • Shop online: www.biobac.qc.ca

Distributed by

Pondweed Cattail Milfoil Canada waterweed Wild celery
(elodea) (American eel-grass)

Alors voilà les corrections : 

Dans la section technical data, 
changer le 77 lb/ft2 par 1970 
kg/m2 (or 2,8 psi)

Merci!

Après, en faire imprimer 10 
exemplaires, faire un PDF du 
français et de l’anglais et me les 
envoyer. 

On pourrait clore le dossier 
ensuite. 




